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We provide anode and electrolyte tapes delivered in
rolls or sheets, including sample formats or laminated
sheets, all supported on transport-grade PET foil to
facilitate handling and processing. Our tapecasting
services are fully adaptable, enabling the production of
tapes using powders and formulations supplied by the
client to meet precise specifications and requirements.

ELECTROLYTE TAPE

220-250 pum +/- 1%

12-17 um +/- 2 pm

180 mm /200 mm

180 mm /200 mm

Custom upon request

Custom upon request

PVB

PVB

NiO/8YSZ 70/30 wt%

8YSZ or GDC

1400 - 1500 °C

1400 - 1500 °C

process is recommended.

HydrogenTech Sp. z o.0.

1-5h 1-5h
83% 82%
3,5 g/cm?® 3,2 g/cm?®
nominal nominal
We are open to collaboration in the
60 — 80 °C 60 — 80 °C development of tape casting
41 MPa — 44 MPa 41 MPa — 44 MPa technologies and related materials
10 — 60 min 10 — 60 min research. We invite research institutions,
technology companies, and other
*Use of a controlled-atmosphere furnace dedicated to the debinding partners interested in co-developing

innovative solutions in this field to get in
touch with us.

www.hydrogentech.pl kontakt@hydrogentech.pl



